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(8) Measurements shall not be made
where shadows are cast by roof control
posts, ventilation equipment, or other
obstructions necessary to insure safe
mining conditions.

(9) Where machine-mounted light fix-
tures are used on equipment, except
self advancing roof support systems,
measurements shall not be made of
surfaces on or within 1 foot of a self-
propelled machine.

(c) For the purpose of making illu-
mination measurements, an authorized
representative of the Secretary may re-
quire the installation of temporary
roof supports or the removal of the
equipment to a similar working place
in which permanent roof supports have
been installed.

(d) Light measuring instruments
shall be properly calibrated and main-
tained. Instruments shall be calibrated
against standards traceable to the Na-
tional Bureau of Standards and color
corrected to the Commission Inter-
nationale de l’Eclairage (CIE) Spectral
Luminous Curve. The CIE Spectral Lu-
minous Curve is as follows:

[41 FR 43534, Oct. 1, 1976]

§ 75.1719–4 Mining machines, cap
lamps; requirements.

(a) Paint used on exterior surfaces of
mining machines shall have a min-
imum reflectance of 30 percent, except
cab interiors and other surfaces which
might adversely affect visibility.

(b) When stationary light fixtures are
used, red reflectors mounted in protec-
tive frames or reflecting tape shall be
installed on each end of mining ma-
chines, except that continuous mining
machines, loaders, and cutters need
only have such reflectors or tape on
the outby end. Reflectors or reflecting
tape shall have an area of not less than
10 square inches.

(c) Each person who goes under-
ground shall be required to wear an ap-
proved personal cap lamp or an equiva-
lent portable light.

(d) Each person who goes under-
ground shall be required to wear a hard
hat or hard cap which shall have a min-
imum of 6 square inches of reflecting
tape or equivalent paint or material on
each side and back.

[41 FR 43534, Oct. 1, 1976]

§ 75.1720 Protective clothing; require-
ments.

On and after the effective date of this
§ 75.1720 each miner regularly employed
in the active workings of an under-
ground coal mine shall be required to
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